(" THE SIDE-LOCATED DIESEL ENGINE
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On the Venieri backhoe loaders, the centrally/transversally located
engine brings the following advantages:
* Equivalent load distribution on the axles to provide maximum drive
and stability under all conditions, including gradients,
* Lower centre of gravity for better overturning resistance.
 Total front visibility due to absence of bonnets (engine).
e A more compact machine.
¢ Radiator (with blowing fan) positioned sideways and externally with respect to
the frames, to provide excellent cooling of the engine housing.
» The radiator is always cooled by clean air (avoiding drawing in dust either from
the front bucket or from the rear excavator).
e Maximum access to the machine's hydraulic and mechanical components.
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(" SIDE-LOCATED RADIATOR WITH BLOWING FAN D
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In the Venieri VF 10.33B, as the engine is |located transversally and as the ra-

diator is at the side, the radiator receives an air flow less polluted by dust, thus

increasing heat exchange efficiency. This solution also avoids clogging of the
radiator, unwanted suction of material and hot air under the cabin and provides
full visibility of the front bucket (thus ensuring greater active and passive safety
for the operator).
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: The transverse position of the engine makes it
possible to restrict the front dimensions of the

frame to create more ‘unloading distance’.
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CFRONT VISIBILITY )

In the Venieri backhoe loaders, the transverse (centrally po-
sitioned) engine solution means the front can be compact
and free of obstacles, to ensure almost total visibility.

(VENIERI VERSION “Z" BUCKET MOVEMENT J\

e Extra breakout force on the bucket blade

» Bucket self-levelling as follows:

when the bucket is unloaded at Max height, the arm descent
on its own takes the bucket automatically to a parallel to
ground position for the next excavation manoeuvre.
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(" COMFORT AND SAFETY FOR THE OPERATOR =

e Easy to reach driver's seat and large access doar.
» Rear glass panel made mobile by gas jacks that does not exceed the machine
overall dimensions even when open.
* | arge front windscreen with generous side and rear glass panels.
* Generous, practical interior space to allow the driver's seat to rotate.
* All instruments ergonomically positioned, with great attention to detail.







